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Product Code: 1933YG Luckinslive 399412273

Description: 33M x 19mm PVC Tape - Yellow/Green

             

 

Dimensions
Length (M) 33

Width (mm) 19

Tape Thickness (mm) 0.13 ± 0.01

General Information
Colour Yellow/Green  

Elongation Break (%) 160

Breakdown Voltage (kV) 6

Dielectric Strength (kV/mm) 40

Minimum Tensile Strength (N/Inch) 40

Flammability Self Extinguishing

Operational Temperature (°C) 0 to +70

Materials
Tape: PVC (Polyvinyl Chloride) (RAL6029/RAL1012)
Adhesive: Natural Rubber

Additional Information
Adhesion to Steel: 1.6 minimum (N/10mm width) (4N/inch) 
Adhesion to Backing: 1.2 minimum (N/10mm width) 
Adhesion at Low Temp: 1.5 minimum (N/10mm width) (-10°C)

Standards
UL510: 2018
BS EN 60454-1: 1995
BS EN 60454-2: 2007
BS EN 60454-3-1: 1998

DoCQ-Fire RangeCatalogue

https://d2cq9zndfvtoz7.cloudfront.net/1933YG_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/1933YG_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/1933YG_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/1933YG_DoC.pdf
https://d1wmbijud8biwa.cloudfront.net/products/30/manual.pdf
https://d1wmbijud8biwa.cloudfront.net/brochure/Unicrimp%20Catalogue%20-%20Issue%2014%20(Reduced).pdf

