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Product Code: QT190S Luckinslive 399415364

Description: 190mm x 4.8mm Cable Ties - Natural

             

 

Dimensions
Length (mm) 190

Tie Width (mm) 4.8

Bundle Diameter (mm) 4 - 45

General Information
Colour Natural  

Minimum Tensile Strength (N) 220

Minimum Tensile Strength (kg) 22.2

Flammability UL94V-2 (Self-extinguishing within 30 seconds)

Oxygen Index (%) 25-28

Water Absorption (%) 1.3 (24 hours)

Tapered Tip Yes

UV Stabilised Yes

Smoke Density Flaming 35, Non-Flaming 13

Operational Temperature (°C) -40 to +85

Materials
Material: Nylon 6/6

Additional Information
*Tolerance of +/- 10%

Standards
BS EN IEC 62275:2019
ANSI/UL 62275, CAN/CSA-C22.2 No. 62275-10
DNV - E-11532
Lloyd’s Register - 06/10038(E2)

DoCQ-Fire RangeCatalogue

https://d2cq9zndfvtoz7.cloudfront.net/QT190S_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QT190S_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QT190S_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QT190S_DoC.pdf
https://d1wmbijud8biwa.cloudfront.net/products/30/manual.pdf
https://d1wmbijud8biwa.cloudfront.net/brochure/Unicrimp%20Catalogue%20-%20Issue%2014%20(Reduced).pdf

