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Our new enclosure solution for electricians

Key features

* Maintenance Free to BS5733 for inaccessible areas
* Accepts 221 Inline or 274 series connectors

. Accepts 1, 1.5 & 2.5 flat cables

* Accepts up to 10mm diameter round flex

* Screw free design

*  Fits through 50mm downlighter hole

Two packaging options
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Supplied in multipack of 10 pieces not
for individual sale.

Order in multiples of 10 pieces

207-4310/201-000

Supplied in retail packaging and
includes 274-4203
(83 x4 Conductor Inline lever connector)

SRP contains 8pcs
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Technical data

L .
BS 5733 (Maintenance-free) Approved for use with 274-420x, . LSRG
274-240x and 221-24xx ;
Current 20A o max. 5x 274-240x
Tension 450V -
Conductor cross-section 0.5..2.5mm?
= max. 5x 221-24xx
Ambient operating temperature -25 ... 60°C ' %
Material Case: PP
Strain relief clips: PA
Dimensions 110 x 47 x 25 mm
Flammability class Vo
IP Code 1P30
IK Code IKO7

Handling
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Remove snap out cable entries.
For larger round cables also
remove snap out from lid

Securely close the lid — No need
for a cable tie. Use flat bladed
screwdriver to open.

221 Inline snap in place or use
274 series with snap in feet.

Can be prewired before inserting.
Secure cables with strain relief.

For full instructions scan QR code



	Slide 1
	Slide 2


